Product Advantages

I TN SerieS‘ Side-mounted Chuck

Standard Model

Side-mounted Loading

» The TN series can be equipped with side-mounted automatic loading and I RN G s i i

discharging software, which can cope with the cutting of various pipes,

clamping stability and high-speed rotation movement.

” | Double Chuck Design

FO“OW-UD System--_ - Stable and Efficient

Fast and Efficient

Dimension Layout
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@ Standard Side-mounted Machine Classic Design
Suitable for Standardized Pipe Simple and Reliable Structure
Performance Parameters

TN
i One-line Chuck Configuration Standard Model =
o . .
qvD Fast and Efficient Heavy-duty Bed Maximum Processing Length 6000mm

Unloading Length 3000mm

Processing Pipe 5ize B8-165mm 15-230mm 20-360mm

Dimension(L*W*H) 11230*2030*2140mm
Power Support 1500-6000w
Chuck Weighing 120kg / 200kg / 1100kg
é Chuck Rotation Speed 100r/min
s Maximum Idle Running Speed 100m/min
Ei Maximum Idle Acceleration 1.0G
y;‘g Positioning Accuracy +0.04mm
: Repeat Positioning Accuracy +0.01mm
Support Device Varible Diameter Wheel

Feeding Device(Optional) Semi-automatic
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